
Product name
GIOTTO DECOR 

TEXTILE

Ink flow device By reservoir

 Reservoir POLYESTER FIBRE                                                  
Diameter: 8,5 mm                                                 

Lenght: 92 mm  

Nib

Barrel

Cap

Plug

Kind of ink

Available ink colours

Quantity of ink

Writing length

Writing width

How to use

Washing endurance

Guarantee

Storage conditions

Law compliance

Toxicological informations

Recommended storage in a fresh and well 

ventilated place, in a temperature range between 5 

and 30 °C and humidity values not exceeding 65%

Kind of pen

FIBRE PEN FOR 

FABRICS / T-SHIRT 

MARKER

Transparent POLYPROPYLENE, ventilated cap

Up to 60°C

18 months

None

Water based, pigmented ink

12 Colours: YELLOW, RED, BROWN, GREEN, CYAN, 

ULTRAMARINE BLUE, VIOLET, BLACK, YELLOW FLUO, 

PINK FLUO, ORANGE FLUO, GREEN FLUO

3 g

400 m

1,3 - 3,0 mm

BritishStandard BS 7272:2008: Comply                                          

EN 71/1, 2, 3: Comply

TECHNICAL CHARACTERISTICS OF THE FIBRE PEN

Keep in orizontal position. Waiting the drying of the ink; 

to fix the colour pass an hot iron over the drawing (cotton 

degree, lev. III) for 10-15 s.

Brush nib in POLYESTER ; diameter 4,0 mm

White POLYPROPYLENE, security plug

POLYPROPILENE shade of the ink with white silk-

screen printing
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Environmental certifications None


